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VOLTAGE DETECTOR
TABBIA / TATIB+ / TAI3A

CEfC @ &

EMC&LVD 1S0 9001
EN:61326-1 -
Patent

Appearance: 201930567122.2
Utility model: 201911003024.1

Featurtes

®Non contact voltage sensing;

@ Visible and audible alert;
®High/Low adjustable sensitivity;
@ Flashlight.

L/

|

Packing quantity : 120pcs
Packing weight : TATIB+ / TA13A (7.7kg)
TABBIA (9.4kg)
Packing size : TATIB+/ TA13A (36 x 34 x 18cm)
TAB8IA (36 x 30 x 22cm)

Model TA881A | TAmB+ ‘ TAI3A
AC voltage 12v-1000V AC
Phase sequency test - ‘ 90-400V
Frequency 50Hz/60Hz
Alarm mode Sound]light/analog bar graph
Display Bicolor analog light LCD display
Flashlight V.
Probe shape Flat
Low battery indication o
Live/Neutral test v
Adjustable sensitivity v
Auto power off Approx. 3 min. Approx. 5 min.
Operating temp./hum. 0~ 40°C/20% ~ 75%RH
Storage temp./hum. -10"50°C/<95%
Altitude <2000m
Power 2 x 15V AAA battery
Size 159x21x20mm
Weight Approx. 36g Approx.31g

(battery notincluded)
TA881A TAI3A

Delivery contents

(battery notincluded)
Meter, box, manual

i

Y 77 L7l socket Tester

TA891BCD/TA892BCD/TA893BCD/TA894B CD

CEfC @ &

EMC&LVD 1SO 9001
EN:61326-1

Patent
Appearance: 201930572246 .X
Utility model: 201921447896.2

Features

@ Voltage display;
@ Voice indication;
®GFCI/RCD test.

=

Packing quantity : 100pcs

Packing weight : TAB91A (12.9kg) / TA892A (14.2kg)
TAB93A (13.5kg) / TAB94A (14.5kg)

Packing size : 41 x 40 x 45cm

Model | TA891BCD ‘ TA892BCD | TA893BCD ‘ TA894BCD
Plug type UK plug / EU plug / US plug (selectable)
Voice indication = ‘ v | = v
Voltage display - \ s v v
AC voltage 175°250V/50Hz"60Hz
Accuracy +(2.0%+2)

Leakage voltage
Leakage current
Operating temp./hum.
Storage temp./hum.
Altitude

Remark

Size

Weight

Delivery contents

AC 220v+20V
Type B>5mA; Type A/ Type C/ Type D> 30mA
0740°C/ 20%75%RH
-10~50°C / 20%~80%RH
<2000m
10A: common socket; 16A: 10A to 16A power adapter is needed
87x58x63mm
Approx. 90g
Meter, box, manual




TASr

DIGITAL MULTIMETER
TA8B00A

Model

Range

DC voltage

AC voltage

DC current
Resistance

Diode

True RMS
Backlight

On/ Off buzzer
Data hold

Auto power off
Display count
Input impedance
Sampling time
Low Voltage Alert
Operating Temp. & Hum.
Storage Temp. & Hum.
Screen size
Power

Size

Weight

Delivery contents

CEfEC g @

1S0 9001

EMC&LVD
EN:61326-1
EN:61010-1

Patent
Appearance: 202230125649.1

Features
®HD backlight;
®Data hold.

w |

Packing quantity: 60pcs
Packing weight: 14.8kg
Packing size: 48 x 26 x 30.5cm

TABOOA
Manual
0.1mV-600V #(1.0%+5)
0.01vV-600V #(1.2%+5)
0.01mA~10A #(1.5%+5)
0.10-20MQ #(1.2%+5)
v

= < S

v
1999
10MQ
Approx. 3 times/s
v
0°C"40°C, max 80%RH
-10°C~60°C, max 70%RH (battery removed)
38 x 2Imm
2 x 15V AAA battery
130 x 33 x 64mm
Approx. 91g (battery not included)
Meter, box, manual, test leads x1 pair

DIGITAL MULTIMETER M

r ﬂsi TABOIA / TABOIB / TABOIC / TA8OID
CeEC 4 &0

EMC&LVD 1S0 9001
EN:61326-1
EN:61010-1

Patent
Appearance: 201930099555.X

Features

@ HD backlight;

@ Flashlight;

@ HD backlight;

@ Variable frequency voltage test.(TAB0I1C)

Packing quantity: 60pcs
Packing weight: 21.7kg
Packing size: 59 x 37 x 35cm

Model TA8O0IA ‘ TA801B TA80IC TA80ID
Range Manual Auto/Manual Auto Auto identifictaion
DC voltage Uﬂm\/‘GUUV 0.JmV-600V 0.0lmV-600V 0.JmV-600V
#(0.5%+2) +(0.8%+5) +(0.5%+2) +(0.5%+3)
AC voltage Q.IV“GUUV 0.001v-600V 0.001v-600V 0.001v-600V
£(1.2%+10) £(10%+3) £(10%+3) £(1.0%+3)
DE corront +7uA “10A ‘ 0.1uA10A 0.7JuA~10A 0.0lmA~600mA
+(10%+2) #(1.0%+2) +(10%+2) +(1.29%+10)
camm| - | A | g | ooss
Besistance lil.lﬂ “20MQ ‘ 0.1Q°60MQ 0.1Q7100MQ 0.1Q°60MQ
+(0.8%+3) £(0.8%+2) +(0.8%+2) +(0.8%+10)
comtone| | TG | NS | o0
R <
Diode v v v v
NCV 7 \ Y i i
VFC test B = v =
Intelligent anti-burn 7 ‘ v 7 7
True RMS v v v v
Backlight 7 \ v v v
On/Off buzzer v v v v
Data hold v \ v v %
Auto power off v v v v
Display 1999 } 5999 9999 5999
Input impedance 10MQ 10MQ 10MQ 10MQ
Sampling time Approx. 3 times/s
Screen size 49 x 3Imm
Power 2 x 15V AAA battery
Size 148 x 70 x 42mm
Weight Approx. 200g (Battery not included)
Delivery contents Meter, box, manual, test leads x1pair




M
DIGITAL MULTIMETER

TAB03A / TA803B / TA803C

DIGITAL MULTIMETER

rﬂ5i TA8301
CEfC @

TASs

CEFC 4 &

EMC & LVD 1SO 9001 EMC&LVD 1SO 9001
EN:61326-1 EN:61326-1

EN:61010-1 EN:61010-1 -
Features Features

®Flashlight; @ Voice indication;

®HD backlight; @ Flashlight;

@ Triode test; ®HD backlight;

® Temperature test: @ Triode test;

®Non contact voltage sensing. @ Temperature test;

@®Non contact voltage sensing.

Packing quantity: 30pcs
Packing weight: 18.7kg
Packing size: 43.5 x 33.5 x 42.5cm

Packing quantity: 30pcs
Packing weight: 18.7kg
Packing size: 43.5 x 33.5 x 42.5cm

Model TABO3A ‘ TA803B TA803C Model TA8301
— Range Manual Auto/Manual Auto/Manual Range Manual
- DC voltage | 0.ImV~-1000V #(1.0%+10) ‘D‘ ImV~1000V #(0.8%+10)|0.01mV 1000V #(0.5%+5) DC voltage 0.JmV-1000V *(1.0%+10)
AC voltage| 0.001V-750V #(1.2%+10) | 0.001V~750V #(1.2%+10) |0.01mV~750V +(0.6%+25) AC voltage 0.001V-750V #(1.2%+10)
DC current| 0.01uA~10A £(1.5%+10) \ 0.1pAT10A £(2.0%+30) | 0.01pA~10A #(0.5%+4) DC current 0.01uA"10A #(1.5%+10)
AC current| 0.01uA"10A #(3.0%+10) | 0.1uA"10A #(2.0%+30) | 0.01pA"10A #(0.5%+4) AC current 0.01pA~10A #(3.0%+10)
Resistance| 0.10°20MQ #(12%+8) | 0.1Q°60MQ #(10%+25) | 0.010°20MQ +(0.3%+5) Resistance 0.1Q°20MQ #(1.29%+8)
Capacitance | InF~20000pF *(5.0%+10), InF~6000pF *(5.0%+10) | InF~2000pF +(3.5%+20) Capacitance InF~20000pF +(5.0%+10)
Frequency| 40°1000Hz *(0.1%+3) | 10Hz"100kHz £(0.1%+3) | 10Hz"20MHz +(0.01%+3) Frequency 4071000Hz #(0.1%+3)
Temperature & -20°C-1000°C -20°C~1000°C Temperature =
Analog bar graph v c v Analog bar graph v
Average v A - Average v
Diode v \ v v Diode v
Triode v - - Triode v
Max/Min - \ v - Max/Min -
NCV v - - NCV v
Flashlight v \ v v Flashlight %
Duty cycle - v v Duty cycle =
Relative value - ‘ v v Relative value -
Display 1999 5999 19999 Display 1999
Input impedance 10MQ Input impedance 10MQ
Sampling time Approx. 3 times/s Sampling rate Approx. 3 times/sec
Screen size 51x32mm Screen time 51x32mm
Power 1x 6F22 9V battery Power 1x 6F22 9V battery
Size 184 x 88 x 46mm Size 184 x 88 x 46mm
Weight Approx. 320g (Battery not included) Weight Approx. 320g (Battery not included)
Delivery contents Meter, box, manual, test leads x1 pair Delivery contents Meter, box, manual, test leads x1 pair




TASs

PEN TYPE MULTIMETER

TAB02A / TA802B

Model

Range

DC voltage

AC voltage

DC current

AC current
Capacitance
Frequency
Resistance
Logic level
NCV
Live/Neutral test
Auto power off
Backlight
Flashlight
Display

Screen size

Power

Size

Weight

Delivery contents

(EfC @ &

EMC&LVD 1SO 9001
EN:61326-1 -
EN:61010-1

Patent
Appearance: 201930344873.8

Features

®Flashlight;

®Rotable screen with 180°;

@ High/Low logic level;
®Live/Neutral wire test;

@ Non contact voltage sensing.

=3

Packing quantity : 40pcs
Packing weight : 12.7kg
Packing size : 51 x 29 x 40cm

TA802A TA802B
Auto Auto identifictaion

0.ImV-600V *(0.8%+5) 0.1mV-600V +(0.8%+5)

0.001vV-600V *(1%+3) 0.001V-600V *(1%+3)
0.01mA 600mA *(2%+2) 5
0.01mA~600mA *(2%+2) -

INF-60000uF +(3%+5) InF~60000uF *(3%+5)

40Hz 6MHz £(1.0%+5) 40Hz"9.9MHz (1.0%+5)

0.1Q°60MQ *(0.8%+2) 0.1Q°60MQ *(0.8%+2)

v

v v
v v
v v
4 4
v v

5999
39x17mm
2 x 15V AAA battery
198x51x32mm

Approx. 290g (battery not included)
Meter, box, manual, test leads x1

i

rﬂsl:. SMART MULTIMETER

TA804A / TA804B
CERC g co
EMC&LVD 150 9001
EN:61326-1
EN:61010-1
Patent

Appearance: 202030503214.7
Appearance: 202030503213.2

Features

@ Ultra-thin body:
@®Flashlight:

® Auto identification;

@3.5" color screen;

@ Ambient temperature test;
@ Live/Neutral wire test;

@ Non contact voltage sensing.

Packing quantity : 60pcs
Packing weight : 20kg
Packing size : 37 x 37 x 39cm

Model TABO4A [ TAB04B

Range Auto Auto identification/Manual
DC Voltage 0.9V-600V #(0.8%+5) 0.1mV-600V (0.8%+5)
AC Voltage 0.9V-600V (1.0%+3) ImV-600V #(1.0%+3)
Resistance 10Q-60MQ #(15%+2) 0.10°60MQ *(1.5%+2)

40Hz"999Hz#(2.0%+5)
InF-60000uF +(3%+5)

Frequency 40Hz"999Hz +(2.0%+5)
Capacitance =

Diode = v
Continuity test v
NCV v
Live/Neutral test v
Ambient temp. 0-40°C

Flashlight v
Data hold v
Over range indication oL
Positive/Negative indication v
Analog bar graph v

Sampling rate Approx.3 times/s

Display 5999
Auto power off v
Screen size 73 x 53mm
Power 1x 1.5V AAA battery
Size 148 x 76 x 19 mm

Weight | Approx.167g (battery not included) 1754 (Battery not included)
Delivery contents Meter, box, manual, test leads *1 pair




SMART MULTIMETER
TAB05A / TA8BO5B

cErem

EN:61326-1
EN:61010-1

1SO 9001

TR 2225 e

Patent
Appearance: 202130569610.4
Utility model: 202122420430.7

Features
T @ Ultra-thin body:

i ®Flashlight;
@®10A current range;
®Range/input jack indication;
@ Wireless charging.(TAB0O5B)

j
Packing quantity: 30pcs

Packing weight: 16kg
Packing size: 43 x 28 x 34cm

Model

Type

DC voltage
AC voltage
DC current
AC current
Resistance
Capacitance
Frequency
Duty circle

Temperature

Display

Screen

Analog bar graph
Live/Neutral test
NCV

Diode

Continuity test
Max/Min

Relative value measurement
Blown fuse warning
Auto power off
Flashlight

Input jack indication
Screen size

Power

Size

Weight

Delivery contents

TABO5A \ TA8058
Automatic Identification/Manual
0.01mV~1000V * (0.5%+5)
0.01mV-750V # (0.8%+5)
0.001mA~10A * (1%+2)
0.001mA10A * (1%+2)
0.10°100MQ # (0.8%+3)
0.01nF~100000pF * (4.0%+5)
THz 10MHz * (0.1%+5)
10°95% * (1.0%+5)
-40°C ~1000°C (-40°C" 1832°F) * (1.0%+3)
( defined range for meter only, real measurement should be based on the probe test range
9999
VA color screen
v

RS B BN RN

v
73 x 53mm
\ 3.7V 1000mAH lithium battery (wireless charging)
153 x 81 x 27mm
Approx. 235g (battery not included) ‘ Approx. 240g (battery included)
Meter, carrying case, manual, test leads 1 pair, thermocouple probe

4 x 15V AAA battery

TAS/

EMC&LVD
EN:61326-1
EN:61010-1

Features

®AC/DC 600A;

@ Clamp open up to 27mm;
®Square wave output;
@®Flashlight;

® Temperature test;

®Non contact voltage sensing.

Packing quantity: 40pcs
Packing weight: 16.3kg
Packing size: 45 x 42 x 25cm

CLAMP METER
TAB315A / TA8315B / TA8315C / TAB315D / TAB315€

(EfC 7 &

1SO 9001

V0

FEEd

Model TA8315A

Type

DC voltage

AC voltage

DC current

AC current
Resistance
Capacitance
Frequency -
Temperature -
Square wave output
Max/Min v
Flashlight -
Display 3999

Auto power off
Sampling time
Clamp open
Screen size
Power

Size

Weight
Delievry contents

TAB315B \
Auto

TAB315C TA8315D

0.1mV-1000V (0.5%+3)
ImV-750V *(1.29%+10)

0.01A"600A *(3.0%+10)
0.1Q°40MQ (1.2%+8)
= 1

0.7A"600A #(2.0%+30)

0.6A"600A (3.0%+10)

0.10°40MQ(1.2%+8)
InF~30000pF *(5.0%+10)

10Hz"10MHz #(0.1%+3)

v

-2071000°C *(PC)

50Hz"5000Hz

TAB315€
Auto identification
0.6V°600V +(0.5%+3)
0.6V°600V *(0.8%+10)
15mA 600A *(2%+30)
01Q°60MQ #(2.5%+3)
10nF~60000pF #(5%+3)

‘ -
v
5999

Approx. 15min. (can be canceled manually)

3 times/s
27mm
32 x23mm

2 x 15V AAA battery

176 x 67 x 33mm

Approx. 300g (battery not included)
Meter, carrying case, manual, test leads x1 pair, thermocouple probe




TASr

CLAMP METER
TABIIA / TAB1IB / TABTIC

(ElC g &

1SO 9001

Features

®AC/DC 600A;

@®Clamp open up to 27mm;

@ High /low impedance voltage test;

®High voltage/current orange backlight alert;
®Flashlight;

® Temperature test;

®Non contact voltage sensing.

=2

Packing quantity: 40pcs
Packing weight: 16.3kg
Packing size: 48 x 24.5 x 47cm

Model

Type

DC voltage

AC voltage

DC current

AC current
Resistance
Capacitance
Frequency
Temperature
Max/Min

High/ Low impedance test
Flashlight
Display

Auto power off
Sampling time
Clamp open
Screen size
Power

Size

Weight
Delivery contents

TABIIA TA8IIB \
Auto
0.1mV-600V #(0.5%+5)

0.001V-600V *(0.8%+5)

TA8I1IC

| 0.01a-600A £(2.5%+5)
0.01A"600A *(2.5%+5)
0.10°60MQ +(1.0%+5)
InF~100000pF *(4.0%+5)
10Hz~10MHz #(1.0%+3)
= -2071000°C #(1%+2)
v
= ‘ v
v
3999 5999
Approx. 15 min.(can be canceled manually)
3 times/s
27mm
33 x 24mm
2 x 15V AAA battery
194 x 73 x 3Imm
Approx. 177g (battery not included)
Meter, carrying case, manual, test leads x1 pair, thermocouple probe

0.1Q°40MQ #(1.0%+5) |
InF~4000pF +(4.0%+5)

TAS/
CEfC 4 &

Features
@ VA colordisplay;
®°C/°F.

Packing quantity: 60pcs

Packing weight: 12kg

Packing size: 54 x 42 x 45cm

INFRARED THERMOMETER i

TA600A

1S0 9001

RS rrcos ‘&‘)\&3

Model
Range

Accuracy (Calibration
geometry with
ambient temp. 21°25°C
/10°F~77°F)

Response time

Spectral response
Optical resolution
Emissivity

Display resolution
Repeatability
Laser

Screen

Operating temp.
Storage temp.
Storage hum.
Drop test

Over range indication
Screen size
Power

Size

Weight

Delivery contents

TAGOODA
-50°C"380°C
(-58°F7I6%F)
> 0°C: #1.5°C or £1.5% of reading, whichever is greater,
<0°C: #(3°C+0.1°C/ C);
> 32°F: £5°F or #1.5% of reading, whichever is greater,
<32F: *H(4F+0.PF/°F)
< 500ms (95% of reading)
8um~14um
12:1(calculated at 90% energy)
0.95 (fixed)
0.1°C(0.1°F)
+1.0% of reading or 1.0°C (+2.0°F), whichever is greater
Wave length 650nm.output less than 5mW,laser grade: class 3
TN COLOR SCREEN
0°C~50°C (32°F~122°F)
-20°C"60°C (-4°F"140°F)
<809%RH (non condensing)
m
“Lo"or "HI"
23x23mm
1x9V 6F22 battery
162 x 87 x 38mm
Approx. 103g (battery not included)
Meter, blister package, manual




INFRARED THERMOMETER
TA600B / TA600C

(ElC g &

1SO 9001

Patent
Appearance: 202130514635.4

Features
@ VA color screen;
@ Max value hold.

=2

Packing quantity: 60pcs
Packing weight: 16.3kg
Packing size: 53 x 40 x 39cm

Model ‘ TA600B TA600C
Barge -50°C"480°C
g (568°F896F)
Accuracy(Calibration > 0°C: #1.5°C or #1.5% of reading, whichever is greater,
geometry with < 0°C: £(3°C+0.1°C/°C);
ambient temp. 21~ 25°C > 32°F: £5°F or £1.5% of reading, whichever is greater,
| 70°F~ 77F) < 32°F: (4°F+0.FF/F);
Response time <500ms (95% of reading)
Spectral response ‘ 8pm™ 14pm
Optical resolution 10:1 (calculated at 90% energy)
Emissivity ‘ 0.95 (fixed)
Display resolution 0.1°C(0.1°F)

Repeatability ‘ +1.0% of reading or +1.0°C (+2.0°F).whichever is greater
Laser | Wave length 650nm, output less than 5mW, laser grade: class 3

Screen ‘ TN common screen TN color screen
Operating temp. 0°C~50°C (32°F7122°F)
Storage temp. ‘ -20°C"60°C (-4°F140°F)
Storage hum. <80%RH (non condensing)
Drop test ‘ m
Over range indication “Lo"or "HI"
Screen size ‘ 23 23mm
Power 2 %15V AAA battery
Size | 156 x 74 x 39mm
Weight Approx. 115g (battery not included)
Delivery contents l Meter, box, manual

rﬂsi INFRARED THERMOMETER A

TA606A / TA606B
CERC g =

1SO 9001

Patent
Utility model: 202130416196.3

Features
® VA color screen;
@ Max value hold.

Packing quantity: 60pcs
Packing weight: 16.3kg
Packing size: 53 x 40 x 39cm

Model ‘ TA606A ‘ TAGO6B
Borge -50°C"480°C
g (-58°F-896°F)
Accuracy(Calibration > 0°C: #1.5°C or #1.5% of reading, whichever is greater,
geometry with < 0°C: #(3°C+0.1°C/°C):;
ambient temp. 21~ 25°C > 32°F: £5°F or £1.5% of reading, whichever is greater,
70°F- 77°F) < 32°F: 2(4°F+0.PF/F);
Response time < 500ms (95% of reading)
Spectral response ‘ Bum™ 14pm
Optical resolution 10:1 (calculated at 90% energy)
Emissivity ‘ 0.95 (fixed)
Display resolution 0.1°C(0.1°F)

Repeatability ‘ +1.0% of reading or 1.0°C (+2.0°F).whichever is greater
Laser | Wave length 650nm, output less than 5mW, laser grade: class 3

Screen ‘ TN common screen ‘ TN color screen
Operating temp. 0°C"50°C (32°F~122°F)
Storage temp. | -20°C"60°C (-4°F-140°F)
Storage hum. <809%RH (non condensing)
Drop test | m
Over range indication “Lo"or "HI"
Screen size ‘ 23 23mm
Power 2 x15VAAA battery
Size | 156 x 74 x 39mm
Weight Approx. 115g (battery not included)

Delivery contents ‘ Meter, box, manual




INFRARED THERMOMETER -

INFRARED THERMOMETER r ﬂsi

TA6O1A / TA601B / TA6OIC / TAGOID TA604A / TA604B / TA604C
d Fap g
CE KC g e CEKC 4 o
150 9001 150 9001
Patent Patent

Appearance: 201930099553.0
Appearance: 202130200165.4

Features Features

® VA color screen; @ VA color scree;

@ 13-point circular laser; @ 13-point circular laser;

@ Max value hold: @ Max value hold;

@ Upper/Lower limit sound & light alert; @ Upper/Lower limit sound & light alert.

® Amibient temp./hum./DP/WB test; (TA601D)

@K type thermocouple test; (TA6O1D) :

Packing quantity: 60pcs
Packing weight: 17.5kg
Packing size: 53 x 40 x 39cm

Packing quantity: 60pcs
Packing weight: 17.5kg
Packing size: 53 x 40 x 39cm

Model|  TAGO4A | TAGO4B |  TAGO4C
Range -50i4BD:C -EU:SBU ;C ‘ -ED:BBD:C
(-58-896°F) (-5871256°F) (-5871616°F)
Model| TA601A TAGO1B TA601C ‘ TA601D Accuracy(Calibration| > 0°C: £1.5°C or £1.5% of reading, whichever is greater,
Range| ;207480 | -50°680°C ~50°880°C _ geometry with : sOC(FC+0TC/°0):
(-58°896°F) | (-58-1256°F) (-58-1616°F) ambient temp. 21°25°C| > 32°F: £5°F or £1.5% of reading, whichever is greater,
Accuracy(Calibration| > 0°C: #1.5°C or *1.5% of reading, whichever is greater, /70°77°F) < 32°F: 2(4°F+0.1°F / °F);
geometry with < O°C: # (3°C+0.1°C/ °C): Response time < 500ms (95% of reading)
ambient temp. 2125°C| > 32°F: #5°F or +1.5% of reading, whichever is greater, Spectral response 8um ~ 14um
Ktypete - 2’;222 < 32°F H(4°F+0.T°F / °F); Optical resolution 12:1 (calculated at 90% energy)
measurement range -50°C"300°C Emissivity 0.1t01.00 adjustable in steps of 0.0, (default 0.95)
Ambient temperature -20760°C Display resolution 0.1°C (0.1°F)
Relative humidity 1"99%RH Repeatability|  1.0% of reading or #1.0°C (+2.0°F).whichever is greater
Dew point temperature ST Laser |\Wave length 650nm.output less than ImW.laser grade: class 2
Wet bulb temperature -20°C°60°C Operating temp. 0°C50°C (32°F122°F)
Response time <500ms (95% of reading) Storage temp. -20°C~60°C (-4°F~140°F)
Spectral response 8um ~14um Storage humn. <80%RH (non condensing)
Optical resolution 12:1 (calculated at 90% energy) Drop test im
Emissivity 0.1t01.00 adjustable in steps of 0.01, (default 0.95) Over range indication *Lo"or*HI"
Display resolution 0.1°C (0.1°F) Screen size 30 x 27mm
Repeatability|  +1.0% of reading or +1.0°C (+2.0°F).whichever is greater Power 2 x 1.5V AAA battery
Laser |Wave length 650nm,output less than ImW,laser grade: class 2 Size 155 x 92 x 42mm
8 Operating temp. 0°C"50°C (32°F122°F) Weight Approx. 180g (battery not included)
Storage termp. -20°C"60°C (-4°F"140°F) Delivery contents Meter, box, manual
Storage hum. <80%RH (non condensing)
Drop test m
Over range indication “Lo’or "HI"
Screen size 30 x 27mm
Power 2 x 15V AAA battery
Size 155 x 92 x 42mm
Weight Approx. 180g (battery not included)

Delivery contents Meter, box, manual, carrying case




INFRARED THERMOMETER

TA605A / TA605B / TA605C

Range
Accuracy(Calibration
geometry with
ambient temp. 21-25°C
/70°77°F)

Response time
Spectral response
Optical resolution
Emissivity

Display resolution

Laser

Operating temp.
Storage temp.
Storage hum.

Drop test

Over range indication

Screen size

Power

Size

Weight

Delivery contents

Model|

Repeatability |

CEFC 4 e

1SO 9001

Patent
Appearance: 202130200301.X

Features

® VA color screen;

®13-point circular laser;

® Max value hold:;

@ Upper/Lower limit sound & light alert.

_d

Packing quantity: 60pcs
Packing weight: 17.5kg
Packing size: 53 x 40 x 39cm

TA6O5A | TAGOSB |  TA6O5C
-507480°C -50680°C -50-880°C
(-58-896°F) (-5871256°F) (-58°1616°F)

> 0°C: #1.5°C or #1.5% of reading, whichever is greater,
< O°C: # (3°C+0.1°C/ °C);
> 32°F: £5°F or £1.5% of reading, whichever is greater,
< 32°F: #(4°F+0.1°F / °F);
< 500ms (95% of reading)
8um ~ 14um
1211 (calculated at 90% energy)
0.1t01.00 adjustable in steps of 0.0, (default 0.95)
0.1°C (0.1°F)
+1.0% of reading or #1.0°C (+2.0°F).whichever is greater
Wave length 650nm.output less than ImW.laser grade: class 2
0°C"50°C (32°F~122°F)
-20°C~60°C (-4°F"140°F)
<80%RH (non condensing)
im
“Lo"or *HI"
30 x 27mm
2 x 1.5V AAA battery
155 x 92 x 42mm
Approx. 180g (battery not included)
Meter, box, manual

rﬂsi INFRARED THERMOMETER

TA603A / TA603B / TA603C / TA603D / TA603E

CE FC 4 &

1S0 9001

Patent
Appearance: 201930562590.0

Features

@ VA color screen;

@255 groups data storage;

@ Max/Min/Avg/Relative value measurement;
@ Upper/Lower limit sound & light alert.

=3

Packing quantity: 10pcs
Packing weight: 9.5kg

Packing size: 46.5 x 28.5 x 46cm

Mode |
Range

Accuracy (Calibration
geometry with
ambient temp. 21~ 25°C
/70°F ~ 77°F)
Response time
Spectral response ‘
Optical resolution
Emissivity ‘
Display resolution
Repeatability |
Laser
Operating temp. ‘
Storage temp.
Storage hum. ‘
Drop test
Over range indication ‘
Screen size
Power |
size
Weight ‘
Delivery contents

TAGO3A ‘ TA603B ‘ TA603C TA603D TAGO3E
-32-1080°C | -3271380°C | -32°1680°C | -32-1880°C | -32-2200°C
(-26 “1976°F) | (-26 ~2516°F) | (-26 ~3056°F) | (-26 “3416°F) | (-26 ~3992°F)

-32°100°C(22°C), -26 - 212°F(+4°F);
100-800°C(£2%), 212-1472°F(£2%);
800°C above(#3%), 1472°F above(+3%);

< 500ms(95% of reading)
8um ~ 14um
50:1(calculated at 90% energy) \ 80:1(calculated at 90% energy)
0.1t01.00 adjustable in steps of 0.01, ( default 0.95)
0.1°C (0.1°F)
+1.0% of reading or *1.0°C (+2.0°F), whichever is greater
Wave length 650nm, output less than ImW, laser grade: class 2
0°C"50°C (32°F122°F)
-20°C"60°C (-4°F140°F)
<80%RH (non condensing)
im
“Lo"or "HI"
41x39mm
1x9V 6F22 battery
213 x 140 x 60mm
Approx. 360g (battery not included)
Meter, box, carrying case, manual

i




TASr

TAG11A / TA611B

THERMOCOUPLE THERMOMETER

CERC 4 &

1SO 9001

Patent
Appearance: 202130671739.6

Features

®DUal-color backlight LCD;
®ADJtemp. compensation;

® Max/Min/Avg measurement;

@ Upper/Lower limit red backlight alert.

Packing quantity: 40pcs

Packing weight: TA611A (11.5kg)
TA611B (12kg)

Packing size: 45.5 x 28 x 40cm

| | Model TAGTIA TA61IB
Type Singe channel Dual channel
Temp. difference = v
- K-type: -200°C ~ +1372°C (-328°F ~ + 2501°F)
J-type: -200°C ~ +1372°C (-328°F ~ + 2501°F)
Accuracy +(0.2% +0.7°C)
Resolution (-100 ~-200) 1°C/°F; (-99°999.9) 0.1°C/°F; (21000) 1°C/F
Ambient | range 0-60°C | .
temp. \ accuracy +2°C ‘
Display 9999
High limit alarm Default: 1300°C
Low limit alarm Default: -200°C
ADJ compensation -9-+9°C
sampling time 1time/s
Auto power off Approx. 10 min. (can be canceled manually)

Operating temp./hum.
Storage temp./hum.
Screen size

Power

Size

Weight

K type probe

Delivery contents

-10~50°C;max 80%RH lindoor altitude<2000m
-10"50°Cmax 70%RH (battery removed)
37 x 4Imm
3 x 15V AAA (RO3/LRO3) battery
152 x 55 x 33mm
Approx. 125g (battery not included)

Accessory probe: -20°C ~ 200°C (+2.5%) TAG1IA(Ipcs) TAGTIB(2pcs)

Metr, box, carrying case, manual, K type probe

TASs

CEfC g &

Patent

Appearance: 202030718546.7

Features
@ VA color screen;

@ ADJ temp. compensation;
@ Dual power supply mode;

®Data logger;

@ Max/Min/Avg measurement;
@ PC connection via USB(TA612C):
@ Upper/Lower limit sound&light alert. '

s

Packing quantity: 40pcs
Packing weight: 13.5kg

Packing size: 61 x 32 x 43.5cm

THERMOCOUPLE THERMOMETER
TA612A / TA612B / TA612C

1S0 9001

Model TA612A TA612B TA612C
Type | Singe channel Dual channel Four channel
Temp. difference & v z
Raiige K-type:-200°C ~ +1372°C (-328°F ~ +2501°F)
J-type: -200°C = +1372°C (-328°F ~ +2501°F)
Resolution (-100~-200) 1°C/°F; (-99°999.9) O.1°C/°F; (21000) 1°C/°F
Accuracy +(0.2% + 0.7°C)
High limit alarm Default: 1300°C
Low limit alarm Default: -200°C
ADJ compensation -9-+9°C
PC connection - - v
Data logger 9999 groups 9999 groups 5000 groups
(Auto storing only store thermocouple data
after power on) (donotsupport ambient temp. data)
Ambient | range 0°60°C \ i )
temp ‘ accuracy +2°C \

Recording interval
time setting
Bracket num.
sampling time
Auto power off

Operating temp./hum.
Storage temp./hum.
Screen size

Power

Size

Weight

K type probe

Delivery contents

56,10s,30s,605,30min,60min,12h,24h

1/4 inch nut
1time/s
Approx. 10 min. (can be canceled manually)
-10"50°C, max 80%RH, lindoor altitude<2000m

-10~50°C, max 70%RH (battery removed)

53 x 44mm

3 x 15V AA (LRO6)battery/USB
177 x 70 x 35mm
Approx. 190g (battery not included)
Accessory probe: -50°C~300°C (£1.5%)
TA612A (Ipcs). TA612B(2pcs). TA612C(4pcs)
Metr, box, carrying case, manual, K type probe

F
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TASs

DIGITAL LIGHT METER
TA8121/ TA8123

CE € 4 &=

1S0 9001

Features

® LUX/FCunit;

@50 groups data storage;
® Max/Min measurement.

Packing quantity: 40pcs
Packing weight: 11.4kg
Packing size: 51 x 29 x 40cm

Model |

TA8121 TA8123

Range | 0.1~100000Lux; 0.01"10000Fc | 0.1~ 200000Lux; 0.01 ~ 20000Fc

199.9, 1999.9, 19999, 100000Lux | 199.9, 1999.9, 19999, 200000Lux

Seletable range

199.9,1999.9, 19999, 19999Fc 199.9,1999.9, 19999, 19999Fc

Accuracy

Resolution ‘
Display
Sensor ‘
Sampling time
Incident angle ‘
Repeatability
Spectral response ‘
Operating temp./hum.
Storage temp./hum. ‘
Screen size
Power ‘
Size
Weight ‘
Delivery contents

<10000Lux, *(3%rdg+10dgt): > 10000Lux, *(4%rdg+10dgt)
( Calibrated according to ordinary incandescent lamps at 2856°K )

LUX:<200: 0.1;=200: 1/ FC: <200: 0.01;>200: 1
1999
Photodiode with filter lens
2times /s
70
+2%
400-700nm
-1050°C, max 80%RH, lindoor altitude<2000m
-10-50°C, max 709RH (battery removed)
34 x 3Imm
2 x 15V AAA(RO3/LRO3) battery
185 x 55 x 30mm
Approx. 150g(battery not included)
Meter, box, carrying case, manual

TAS/

(EE @ &

Features
@ LUX/FC unit;

@50 groups data storage;
® Max/Min measurement;
@ Probe elastic cord can be extended to 130cm.

w |

Packing quantity: 40pcs
Packing weight: 12.9kg

Packing size: 51 x 29 x 40cm

DIGITAL LIGHT METER
TA8131/ TA8133

1SO 9001

Range

TA8131 TA8133

0.1~ 100000Lux; 0.01"10000Fc | 0.1~ 200000Lux; 0.01 - 20000Fc

199.9, 1999.9, 19999, 100000Lux | 199.9, 1999.9, 19999, 200000Lux

Selectable range

199.9,1999.9, 19999, 19999Fc 199.9, 1999.9, 19999, 19999Fc

Accuracy

Resolution

Display

Sensor

Sampling time
Incident angle
Repeatability
Spectral response
Operating temp./hum.
Storage temp./hum.
Screen size

Power

Size

Weight

Delivery contents

< 10000Lux, *(3%rdg+10dgt); > 10000Lux,*(4%rdg+10dgt)
( Calibrated according to ordinary incandescent lamps at 2856°K )

LUX:<200: 0.1: 2200: 1/ FC: <200: 0.01; 2200: 1
1999
Photodiode with filter lens
2times/s
120°
2%
400°700nm
-10~50°C.max 80%RH.lindoor altitude<2000m
-10 ~50°C. max 70%RH (battery removed)
34 x 3Imm
2 x 15V AAA(RO3/LRO3) battery
Meter: 128 x 55 x 30mm; probe: 55 x 87mm
Approx. 180g (battery not included)
Meter, box, carrying case, manual

i














































